TECNORD JOYSTICKS AND GRIPS

FTC PROPORTIONAL CONTROL LEVER ORDERING INFORMATION
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JOYSTICK FAMILY & TYPE MAIN BODY CONFIGURATION Y-Y AXIS CONTROL CONFIGURATION TYPE OF GRIP POT. CONNECTOR TYPE
(I:;rrﬁrcl\)/lligvf(ier;gertip L1S Single axis, unidirectional A Only potentiometer IP Paddle type 0 None (only pin, solder type)
L2S Single axis, bidirectional _ KC Cylindric type 1 4 poles electronic board ‘
T . poles electronic board on pot.
5 B Pot& Center switch KC1 Cylindric type with AMP MODU | connector
S 2 — - “dead man” option (AMP p/n 280610/1)
— R C Pot&Bidirect. switches Mating connector kit included
3
w
N

Z Pot & Bidirect. 2 8 poles electronic board on pot.
& Center switches and bidirectional switche

AMP MODU | connector

(AMP p/n 280612/1)

Mating connector kit included

D Only potentiometer

E Pot & Center switch

3-pins rotary potentiometer

F Pot & Bidirect. switches

5KQ
5%-95% signal

W Pot & Bidirect.

& Center switches

G Only potentiometer

T H Pot & Center switch
o § I Pot & Bidirect. switches
5

R Pot & Bidirect.

& Center switches

L Only potentiometer

M Pot & Center switch

N Pot & Bidirect. switches

4-pins rotary potentiometer (only for L2S levers)

5KQ
0%-100% signal

X Pot & Bidirect.

& Center switches

WARNING: the specifications/application data shown in our catalogs and data sheets are intended only as a general guide for the product described (herein). Any specific application should not be undertaken
without independent studly, luation, and testing for suitability.
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