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COIL ACCESSORIES

TECHNICAL DATA

Number of poles 2 + Ground

Max operating current 10 A

Contact resistance < 4 mOhm

Max. wire cross section 1.5 mm2

Cable diameter 6 - 8 mm

Cable gland size Pg 9

Protection class IP 65

ORDERING INFORMATION

DESCRIPTION CODE

Standard 50.1004.002

With VDR resistor 50.1004.025

Standard connector dimensions 
and with internal VDR resistor 
against overvoltage peak

CONNECTORS FOR THE DIN 43650 (HIRSCHMANN) TERMINATION
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COIL ACCESSORIES

TECHNICAL DATA

MATERIAL Thermoplastic co-polyester

HARDNESS 85 SHORE A

COLOUR White

TEMPERATURE RANGE -10÷+100°C

APPROVED TEST IP x7 CEI EN 60529/97 (TEST DIN 40050)
IP x9K CEI EN 60529/97 (TEST DIN 40050)
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PROTECTIVE MALE PLUG FOR DEUTSCH DT 04/2P CONNECTOR

PROTECTIVE MALE PLUG FOR AMP SUPERSEAL 1.5 SRS/2P CONNECTOR

ORDERING INFORMATION

DESCRIPTION CODE

Protective Male Plug 13.8001.195

ORDERING INFORMATION

DESCRIPTION CODE

Protective Male Plug 13.8001.196
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