TECNORD

COILS

COIL ACCESSORIES

PROTECTIVE MALE PLUG FOR AMP SUPERSEAL 1.5 SRS/2P CONNECTOR

PROTECTIVE MALE PLUG FOR DEUTSCH DT 04/2P CONNECTOR

TECHNICAL DATA

MATERIAL Thermoplastic co-polyester
HARDNESS 85 SHORE A
COLOUR White
TEMPERATURE RANGE -10++100°C

APPROVED TEST

IP x7 CEI EN 60529/97 (TEST DIN 40050)
IP x9K CEI EN 60529/97 (TEST DIN 40050)

ORDERING INFORMATION

DESCRIPTION CODE

Protective Male Plug 13.8001.196

TECHNICAL DATA

MATERIAL Thermoplastic co-polyester
HARDNESS 85 SHORE A
COLOUR White
TEMPERATURE RANGE -10++100°C

APPROVED TEST

IP x7 CEI EN 60529/97 (TEST DIN 40050)
IP x9K CEI EN 60529/97 (TEST DIN 40050)

ORDERING INFORMATION

DESCRIPTION CODE

Protective Male Plug 13.8001.195

WARNING: the specifications/application data shown in our catalogs and data sheets are intended only as a general guide for the product described (herein). Any specific application should not be undertaken

without independent studly, luation, and testing for suitability.
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