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TECNORD JOYSTICKS AND GRIPS

MG ERGONOMIC GRIP ORDERING INFORMATION

On-off Analog On-off & analog

controls on front controls on front controls
plate plate on rear plate
| .
TYPE OF GRIP Deap Man PB ON-Orr ConTROLS CONNECTOR TYPE
MG Ergonomic 0 No dead man (P9 up to 3 Ainductive) 1 With Deutsch contacts
right hand A Dead man PB 000 No push button
1P9 One push button 3 Flying leads

2P9 Two push button 25 cm length

4 Male connector,

. ANALOG CoNTROL 12 poles,
Note: Deutsch DT04-12P,
DFF - K1 - P9 - POL ON-OFF CONTROLS ANALOG CONTROL 000 No control 25 cm cable length
See page “Technical Information”.  (pg yp to 3 A inductive) 000 No control 5 Male connector,
Other configuration on request. 000 No push button 1FPR One Proportional roller switch 4 poles,
1P9 One push button 2FPR Two Proportional roller switch Deutsch DT04-4R,
25 cm cable length
2P9 Two push button OPTIONS
3P9 Three push button 1FPR-1PWM 6 g/lzloelecsonne(:ton
4P9 Four push button Proportional roller and built-in PWM driver Deutsch DT04-6P,

5P9 Five push button for a bidirectional dual proportional coil 25 cm cable length

6P9 Six push button 2FPR-2PWM 7 Male connector,

1K1 One Rocker Switch Proportional roller and built-in PWM driver 8 poles,

. Deutsch DT04-8P,
2K1 Two Rocker Switch for 2 bidirectional dual proportional coil 25 cm cable length
DFF One Rocker Switch

S Special configuration
contact sales

WARNING: the specifications/application data shown in our catalogs and data sheets are intended only as a general guide for the product described (herein). Any specific application should not be undertaken
without independent study, luation, and testing for suitability.
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